CONCRETE CANOE: Mix Design
Meeting 2 Minutes
October 20, 2009

4:00-4:20 PM

Updates:

· Brittany needs to send Poraver email –Waiting on determination of rubber aggregate size
· Daniel has gathered a sample of Bisque ware and porous brick from Ceramics  (√ Thanks Daniel!)
· Need an inventory of gathered materials from the warehouse
· Where did we initially get them from-Kimi?
· DOT is short on recycled rubber, Anna and DOT are working on getting some
· Steven Clark has found about 8 gallons worth (should be enough for testing)

· Things everyone needs to continue to look for:
· Some form of Latex, “Polymer Modifier,” that meets specs (ASTM C 1438, Type II)

· Walter will be in contact with DOW and AS&G (Thanks Walter!) but everyone needs to continue to look
· Metakaolin that meets specs (ASTM C 618, Class N)
Aggregates Options (Everyone please be on the lookout for these materials –not just the person listed):

· Poraver Glass Beads (Brittany)
· Bisque Ware (Daniel)
· Rubber (Anna)
· Brick (Daniel)
· Cork (Steven)
· Plerospheres/cenospheres (too small?)

· Etc? 

Reinforcement Options:

· ½” Steel Mesh

· Carbon Fiber Mesh (Steven is looking into this option)
To Do:

· Acquire Materials

· Determine Moisture Content and Specific Gravity for Materials (Aim for <60 lb/ft3 Overall)
· Gradations of aggregates

· Mix Design

· Sample Batches

· Determine Density and Strength

· Final Cylinders for the conference display

· Find MTDS sheets for each material

· Etc. 
